
Premium plywood for marine and appearance 
applications

Araucaria (Hoop Pine)

AA or OO

A Multiply

Product Description

Manufacturing details

A-Bond Phenolic (black glueline)

NoPrefinished:

Certifications and technical details

AS/NZS 2272:2006

EWPAA JAS-ANZ

RW/PEFC

25 years

3

F17

Super E0

Additional information

http://www.australply.com.au/austral-marineLink to Austral website:

https://shop.australply.com.au/collections/hoop-pine-plywood-standard/products/marine-
hoop-pine-plywood

2400 x 1200, 2700 x 1200mm

4, 6.5, 9, 12, 15, 18, 24, 30mm

Dimensions:

Thicknesses:

Formaldehyde Emissions:

Fire Rating (Group No.):

Stress Grade:

Face/Back Grade:

Core Grade:

Product Certification:

Australian Standard:

Bond Warranty:Glue System:

Species:

Environmental Certification:

Buy direct online:

Marine plywood manufactured to the Australian standard AS/NZS 2272 is regarded as the highest plywood 
grade available.  Marine plywood conforming to the standard uses only “A” grade veneers from a designated 
marine species (i.e. Araucaria – hoop pine) and have an “A” bond glue system, sometimes referred to as WBP 
(water boil proof).  Austral ‘O’ grade marine plywood (AS/NZS 2272) is also available and recommended as a 
cost effective solution for applications where the aesthetic of the face veneers is not critical, such as 
applications where the plywood is overlaid, painted or fibre glassed.  Austral Plywoods is the only 
manufacturer of marine plywood that complies with Australian standard AS/NZS 2272.
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www.australply.com.au

100% Australian
made, since 1925
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